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Max
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5.9 N m59 N m

59N m
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BATTERY POWER UNIT
CHARGER

WARNINGBe sure to read the Shop Manual before service task.WARNING

Battery Fastening
Component Check
Battery Fastening
Component Check

Charger  IndicationCharger  Indication

Power Unit IndicationPower Unit Indication

Repair Chart

Motor Disassembly/AssemblyMotor Disassembly/Assembly

Battery Indication

Screw

Flange Bolt 
Flange Nut

Bolt
Nut

Item Size

M8
M10

1.0M3
2.0M4
4.2M5
9M6
5.2M5

54M12

10

12
27
39

M6

10M6

22M8
34M10

M6

12M6

Torque
(N m)

Standard Torque ValuesStandard Torque Values

SH Flange Bolt
(8mm head,small frange)

NSHF Flange Bolt
(8mm head,large frange)

A

B

D

E

G

F

C

A

F

B

E

D
GC

Overvoltage Protection

Undervoltage Protection

Overcurrent Protection
Short-circuit Protection

Malfunction

Malfunction

Stop

Nomal

Error

AC Plug Connection

Ac Plug Disconnection

Charger Output Abnoramality

Charger Temperature 
Abnoramality
Charger Voltage Abnoramality
Charger Shorted
CAN Communication Error
Internal Voltage Abnoramality

Stop

Continuing
Operation

High or Low Temperature 
Protection

Overtemperature Abnormality

Overcurrent Abnormality
Undervoltage / Overvoltage
Abnormality
Misoperation (Starting Interlock)

Overtemperature
Warning

Overvoltage
Low Voltage
Current Abnormality

Stop To Cool Down

Motor Lock Failure

 ALERT

 ALERT POWER  ERROR

 POWER

 Charging
Stop

 ERROR

 ERRORCharge Level

Clean

Special Tool
Cooling Fan Holder 
(070PB-8A00100)

Special Tool
Roter Guide
(070PG-8A00100)

Wooden Blocks Wooden Blocks

Dowel Pin

Dowel Pin

Drain Hole

Tool Fitting Removal Installation

Grease

Push

Grease

Minimum
5mm

To check the battery status by 
the indicator, press the check 
button while the battery pack is
not activated (as a single part).

Drain Hole CleaningDrain Hole Cleaning

GXE 2.0S

CAN No Communication
Protection

Rotor Shaft Removal/ InstallationRotor Shaft Removal/ Installation

No Bend


