
FLYWHEEL / STARTER PULLEY

FUEL IDLE SPEED

PISTON ROCKER ARM / VALVE LIFTER

IGNITION / SPARK PLUG 

CAM PULLEY

VALVE CLEARANCE

REMOVALADJUSTMENT

ADJUSTMENT

IN: 0.08 ± 0.02 mm
EX: 0.11 ± 0.02 mm

MESUREMENT ADJUSTMENT

CHECK SPARKS

0.63 – 0.77 Ω 5.4 – 6.6 kΩ0.6 – 0.7 mm

or or

SPARK PLUG GAP IGNITION COIL IGNITION COIL AIR GAP

0.2 – 0.4 mm 

REMOVAL

INSTALLATION

CLEAN UP

30 N·m 

CLEAN UPCLEAN UP

3,100 ± 200 rpm

CHECK / ADJUSTMENT

Start the engine and allow 
it to warm up to normal 
operating temperature.

REMOVAL

1

1

2
3

INSTALLATION

ROCKER ARM VALVE LIFTER

MARK 

MARK

MARK

120 °
120 °

120 °

10 mm

10 mm

6.4 N·m

NEW

11.8 N•m

4.9 N•m

4.4 N•m
6.4 N•m

6.4 N•m

6.4 N•m

3.0 N•m

30 N•m

3.4 N•m

6.4 N•m

6.4 N•m

15.2 N•m

4.9 N•m

ITEM mm N•m

Screw
3 1.0
4 2.0

Bolt and nut

4 3.4
5 5.0
6 10.0

CT Flange bolt 5 6.0

LIQUID GASKET
Three Bond TB 1207B

SHORT

LONG

MARK
←

1 4

2
3 3

5
A =  A

ROCKER ARM
REPLACEMENT TOOL
070PF-Z0H100

Refer to service manual for details

FLYWHEEL
HOLDER
07725-0040001

4.9 N•m

REMOVALNEW

NEW

NEW

NEW

NEW

NEW

NEW

Repair Information 50

NEW

Read the shop manual before service.

PART ITEM STANDARD

CARBURETOR MAIN JET #43(E10:#44)
CLUTCH LINING THICKNESS 2.0 mm

www.honda-engines-eu.com
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