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Removal

Removal

Removal

0.6–0.7 mm0.6–0.7 mm

7 4

65

1 2

83

Tightening Order

Cut 
Away
Cut 
Away

4

6
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15
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10 N m

12 N m

11 N m

10 N m

7.0 N m

6.0 N m

6.0 N m

7.5 N m

4.5 N m

5.5 N m

6.0 N m

6.0 N m

5.5 N m

5.5 N m

7.5 N m 7.5 N m

7.5 N m

7.5 N m

4.5 N m

21.5 N m

12 N m

8.0 N m

8.0 N m

8.0 N m

7.5 N m

21.5 N m

4,800 +200 rpm2,500 ±200 rpm
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0.6–0.7 mm0.6–0.7 mm
0.3–0.5 mm0.3–0.5 mm
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J
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K
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1000 rpm0.42MPa0.42MPa

50

IN  0.08 ± 0.02 mm
EX 0.11 ± 0.02 mm

120°

10 mm 10 mm

Threebond 1207B 
Or Equivalent

Liquid Sealant
Threebond 1216E 
Or Equivalent

Liquid Sealant

Fuel

Comp-
ression

Ignition

Other
Screw

Flange Bolt 
Flange Nut

CT Flange Bolt 5.5M5
2.0M4

3.5M4
5.5M5

10M6
1.0M3

Item Size Torque
(N m)

Standard Torque ValuesStandard Torque Values

Mark (IN side)

Reuse
Plug 

New
Plug

Ignition CoilIgnition CoilSpark Plug
Installation

Removal

Piston Position

Loosen
Tighten

Tighten

WARNING

Max
0.6 mm

Adjustment

Be sure to read the Shop Manual before service task.WARNING

Max SpeedIdle Speed

Use
strap wrench.

Use strap wrench.

Use
flywheel puller.

Top dead center of compression strokeTop dead center of compression stroke

Governor System AssemblyGovernor System Assembly

Ignition System Assembly/AdjustmentIgnition System Assembly/AdjustmentEngine Speed AdujustmentEngine Speed Adujustment

Piston Assembly/InstallationPiston Assembly/Installation

Valve Clearance AdjustmentValve Clearance Adjustment

Camshaft InstallationCamshaft Installation

Flywheel Removal/ InstallationFlywheel Removal/ Installation

Fuel System InspectionFuel System Inspection

Ignition System InspectionIgnition System Inspection

Compression System InspectionCompression System Inspection

Repair Chart

Piston RingPiston Ring

Second

Oil

Top

0.98–1.2 Ω

8.0–10.0 Ω

Remove
Oil 

Apply Oil


